
Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 24.0 oz. 680 g

(C) 28.2 oz. 800 g
Evap. Temp. Range (C/H) 5°F to 53.6°F -15oC to 12oC

(C) 14°F to 53.64°F -10oC to 12oC
Specification Number SC-52170671-B

Capacity 9,165 Btu/hr
Motor Input 852 Watts
Current 7.5 Amperes
E.E.R. 10.76 Btu/hr/ W

Pump Type Rotary
Displacement 13.2 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 9.1 fl. oz. 270cc
Net Weight 26.0 lb 11.8 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 49 A at 120 V
Winding Resistance Main: 0.777W,  Aux: 2.252W
Max. Continuous Current2

Overload Protector 7100031
Texas Instrument part # MRA 98694
Run Capacitor 40 µF/250 VAC

2P14S3R126B-1A

2P14S3R126B-1A
115 V, 60 Hz     R-22

Performance Data

R

B
T

U
 9

,0
00

.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 0009 5748 5697 5747 0007

sttaW 585 076 557 538 029

serepmA 2.5 9.5 6.6 3.7 0.8

F°54
2.7 oC

rh/utB 56011 52401 5979 5619 5458

sttaW 085 076 067 258 049

serepmA 1.5 9.5 7.6 5.7 2.8

F°55
8.21 oC

rh/utB 09431 53721 07911 50211 52401

sttaW 575 076 567 568 069

serepmA 0.5 9.5 7.6 6.7 4.8

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



115 V, 60 Hz       R-22
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This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @230V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 24.0 oz. 680 g

(C) 28.2 oz. 800 g
Evap. Temp. Range (C/H) 5°F to 53.6°F -15oC to 12oC

(C) 14°F to 53.6°F  -10oC to 12oC
Specification Number SC-52170447-B

Capacity 9,165 Btu/hr
Motor Input 844 Watts
Current 3.8 Amperes
E.E.R. 10.86 Btu/hr/ W

Pump Type Rotary
Displacement 13.2 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 9.1 fl. oz. 270 cc
Net Weight 26.7 lb 12.1 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 26 A at 240 V
Winding Resistance Main: 2.764W,  Aux: 1.681W
Max. Continuous Current2

Overload Protector 7100553
Texas Instrument part # MRA 99027
Run Capacitor 30 µF/300 VAC

2P14S3R236A-1A

2P14S3R236A-1A
208/230 V, 60 Hz     R-22

Performance Data @230V
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.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 0719 0368 0908 0557 0107

sttaW 095 576 057 528 009

serepmA 8.2 1.3 4.3 7.3 0.4

F°54
2.7 oC

rh/utB 00111 06401 0289 0719 0158

sttaW 085 076 067 548 529

serepmA 7.2 1.3 4.3 8.3 2.4

F°55
8.21 oC

rh/utB 05331 01621 06811 09011 01301

sttaW 065 066 557 058 549

serepmA 6.2 0.3 4.3 8.3 2.4

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



208/230 V, 60 Hz       R-22
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This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.

WIRING DIAGRAM
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @265V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 24.0 oz. 680 g

(C) 28.2 oz. 800 g
Evap. Temp. Range (C/H) 5°F to  53.6°F -15oC to 12oC

(C) 14°F to 53.6°F -10oC to 12oC
Specification Number SC-52170587-C

Capacity 9,165 Btu/hr
Motor Input 845 Watts
Current 3.4 Amperes
E.E.R. 10.85 Btu/hr/ W

Pump Type Rotary
Displacement 13.2 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 9.1  fl. oz. 270 cc
Net Weight 26.5  lb 12.0 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 23 A at 277 V
Winding Resistance Main: 3.914W,  Aux: 2.503W
Max. Continuous Current2

Overload Protector 7100504, 7100523, 7100682
Texas Instrument part # MRA98852, MRA98967,

MRA99209
Run Capacitor 25 µF/370 VAC

2P14S3R276A-1A

2P14S3R276A-1A
265/277 V, 60 Hz     R-22

Performance Data @265V
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.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53

rh/utB 5219 5058 5197 5637 0586

sttaW 506 086 067 538 019

serepmA 8.2 9.2 1.3 4.3 6.3

F°54

rh/utB 08111 08401 0189 5619 0558

sttaW 006 086 567 548 529

serepmA 7.2 9.2 1.3 4.3 7.3

F°55

rh/utB 09531 51821 06021 52311 01601

sttaW 095 086 567 058 539

serepmA 6.2 9.2 4.3 4.3 8.3

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



265/277 V, 60 Hz       R-22
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This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.

WIRING DIAGRAM

COMPRESSOR  ACCESSORIES

COMPRESSOR  MOUNTING
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @265V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 24.0 oz. 680 g

(C) 28.2 oz. 800 g
Evap. Temp. Range (C/H) 5°F to  53.6°F -15oC to 12oC

(C) 14°F to 53.6°F -10oC to 12oC
Specification Number SC-52170587-C

Capacity 9,165 Btu/hr
Motor Input 845 Watts
Current 3.4 Amperes
E.E.R. 10.85 Btu/hr/ W

Pump Type Rotary
Displacement 13.2 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 9.1  fl. oz. 270 cc
Net Weight 26.5  lb 12.0 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 23 A at 277 V
Winding Resistance Main: 3.914W,  Aux: 2.503W
Max. Continuous Current2

Overload Protector 7100504, 7100523, 7100682
Texas Instrument part # MRA98852, MRA98967,

MRA99209
Run Capacitor 25 µF/370 VAC

2P14S3R276A-1A

2P14S3R276A-1A
265/277 V, 60 Hz     R-22

Performance Data @265V
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.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53

rh/utB 5219 5058 5197 5637 0586

sttaW 506 086 067 538 019

serepmA 8.2 9.2 1.3 4.3 6.3

F°54

rh/utB 08111 08401 0189 5619 0558

sttaW 006 086 567 548 529

serepmA 7.2 9.2 1.3 4.3 7.3

F°55

rh/utB 09531 51821 06021 52311 01601

sttaW 095 086 567 058 539

serepmA 6.2 9.2 4.3 4.3 8.3

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



265/277 V, 60 Hz       R-22
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This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 24.0 oz. 680g

(C) 28.2 oz. 800 g
Evap. Temp. Range(C/H) 5°F to 53.6°F  -15oC to 12oC

(C) 14°F to 53.6°F  -10oC to 12oC
Specification Number SC-52171698-A

Capacity 10,120 Btu/hr
Motor Input 950 Watts
Current 8.30 Amperes
E.E.R. 10.65 Btu/hr/ W

Pump Type Rotary
Displacement 14.70 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 9.1  fl. oz. 270 cc
Net Weight 25.4  lb 11.5 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 53 A at 120 V
Winding Resistance Main: 0.698W,  Aux: 2.261W
Max. Continuous Current2

Overload Protector  7100032
Texas Instrument part #  MRA98695
Run Capacitor  40 µF/250 VAC

2P15S126B-1K

2P15S126B-1K
115 V, 60 Hz     R-22

Performance Data

R
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.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 09001 0059 5498 5638 0877

sttaW 046 547 048 529 0101

serepmA 8.5 6.6 4.7 1.8 8.8

F°54
2.7 oC

rh/utB 54121 05511 01801 02101 5149

sttaW 526 047 548 059 5401

serepmA 7.5 6.6 5.7 3.8 1.9

F°55
8.21 oC

rh/utB 02541 56731 58921 08121 05311

sttaW 095 517 048 559 0701

serepmA 4.5 4.6 4.7 4.8 3.9

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



115 V, 60 Hz       R-22
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This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.

WIRING DIAGRAM
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling only
Ref. Charge Limit 28.2 oz. 800 g
Evaporating Temp. Range 14°F to 53.6°F -10oC to 12oC
Specification Number SC-52170673-A

Capacity 10,735 Btu/hr
Motor Input 1000 Watts
Current 8.8 Amperes
E.E.R. 10.74 Btu/hr/ W

Pump Type Rotary
Displacement 15.6 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 9.1 fl. oz. 270 cc
Net Weight 26.0 lb 11.8 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 54 A at 120 V
Winding Resistance Main: 0.666W,  Aux: 2.163W
Max. Cuntinuous Current2

Overload Protector 7100032
Texas Instrument part # MRA 98695
Run Capacitor 45 µF/250 VAC

2P16S3R126B-1A

2P16S3R126B-1A
115 V, 60 Hz     R-22

Performance Data

R

B
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.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 55701 51101 5849 5788 5728

sttaW 507 008 098 089 5601

serepmA 1.6 0.7 8.7 6.8 3.9

F°54
2.7 oC

rh/utB 00031 05221 00511 53701 50001

sttaW 007 008 009 0001 0011

serepmA 0.6 0.7 9.7 8.8 6.9

F°55
8.21 oC

rh/utB 52651 06741 08831 09921 59021

sttaW 586 597 509 5101 5211

serepmA 8.5 9.6 9.7 9.8 9.9

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



115 V, 60 Hz       R-22
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 11,000

This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F to 53.6°F -15oC to 12oC

(C) 14°F to 53.6°F -10oC to 12oC
Specification Number SC-52170674-B

Capacity 11,350 Btu/hr
Motor Input 1,052 Watts
Current 9.3 Amperes
E.E.R. 10.79 Btu/hr/ W

Pump Type Rotary
Displacement 16.4 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 11.8 fl. oz. 350 cc
Net Weight 27.6 lb 12.5 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 58 A at 120 V
Winding Resistance Main: 0.657W,  Aux: 2.176W
Max. Continuous Current2

Overload Protector 7100032
Texas Instrument part # MRA 98695
Run Capacitor 45 µF/250 VAC

2P17S3R126B-1A

2P17S3R126B-1A
115 V, 60 Hz     R-22

Performance Data

R

B
T

U
 1

1,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 54411 50701 00001 0339 5968

sttaW 596 518 039 0301 5211

serepmA 2.6 2.7 2.8 1.9 0.01

F°54
2.7 oC

rh/utB 02831 57921 05121 05311 57501

sttaW 586 518 539 2501 0611

serepmA 1.6 2.7 3.8 3.9 2.01

F°55
8.21 oC

rh/utB 01661 55651 51741 08731 06821

sttaW 556 597 039 5501 0811

serepmA 8.5 1.7 2.8 2.9 4.01

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615; CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



115 V, 60 Hz       R-22
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This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @265V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F  to 53.6°F -15oC to 12oC

(C) 14oF  to 53.6oF -10oC to 12oC
Specification Number SC-52170588-C

Capacity 11,350 Btu/hr
Motor Input 1,040 Watts
Current 4.1 Amperes
E.E.R. 10.91 Btu/hr/ W

Pump Type Rotary
Displacement 16.4 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 11.8 fl. oz. 350 cc
Net Weight 27.6 lb 12.5 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 24 A at 277 V
Winding Resistance Main: 3.507W,  Aux: 2.815W
Max. Continuous Current2

Overload Protector  7100528
Texas Instrument part #  MRA 98963
Run Capacitor  25 µF/400 VAC

2P17S3R276A-1A

2P17S3R276A-1A
265/277 V, 60 Hz     R-22

Performance Data @265V

R

B
T

U
 1

1,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

C°8.73 C°3.34 C°9.84 C°4.45 C°06

.PMET.PAVE

F°53
C°7.1

rh/utB 57111 55501 5299 0829 0368

sttaW 097 568 049 5101 0901

serepmA 2.3 5.3 7.3 0.4 3.4

F°54
C°2.7

rh/utB 02631 58821 03121 05311 54501

sttaW 097 578 559 0401 5211

serepmA 2.3 5.3 8.3 1.4 4.4

F°55
C°8.21

rh/utB 05461 54551 50741 57731 01821

sttaW 087 578 569 0601 0511

serepmA 1.3 5.3 8.3 2.4 6.4

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



265/277 V, 60 Hz       R-22

B
T

U
 11,000

This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @265V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F  to 53.6°F -15oC to 12oC

(C) 14oF  to 53.6oF -10oC to 12oC
Specification Number SC-52170588-C

Capacity 11,350 Btu/hr
Motor Input 1,040 Watts
Current 4.1 Amperes
E.E.R. 10.91 Btu/hr/ W

Pump Type Rotary
Displacement 16.4 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 11.8 fl. oz. 350 cc
Net Weight 27.6 lb 12.5 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 24 A at 277 V
Winding Resistance Main: 3.507W,  Aux: 2.815W
Max. Continuous Current2

Overload Protector  7100528
Texas Instrument part #  MRA 98963
Run Capacitor  25 µF/400 VAC

2P17S3R276A-1A

2P17S3R276A-1A
265/277 V, 60 Hz     R-22

Performance Data @265V

R

B
T

U
 1

1,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

C°8.73 C°3.34 C°9.84 C°4.45 C°06

.PMET.PAVE

F°53
C°7.1

rh/utB 57111 55501 5299 0829 0368

sttaW 097 568 049 5101 0901

serepmA 2.3 5.3 7.3 0.4 3.4

F°54
C°2.7

rh/utB 02631 58821 03121 05311 54501

sttaW 097 578 559 0401 5211

serepmA 2.3 5.3 8.3 1.4 4.4

F°55
C°8.21

rh/utB 05461 54551 50741 57731 01821

sttaW 087 578 569 0601 0511

serepmA 1.3 5.3 8.3 2.4 6.4

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



265/277 V, 60 Hz       R-22

B
T

U
 11,000

This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @230V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F to 53.6°F -15°C to 12°C

(C) 14°F to 53.6°F -10°C to 12°C
Specification Number SC-52170461-B

Capacity 12,660 Btu/hr
Motor Input 1,167 Watts
Current 5.2 Amperes
E.E.R. 10.85 Btu/hr/ W

Pump Type Rotary
Displacement               18.1 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 11.8 fl. oz. 350 cc
Net Weight 28.0 lb 12.7 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 33 A at 240 V
Winding Resistance Main: 2.237W,  Aux: 2.710W
Max. Continuous Current2

Overload Protector 7100080 or 7100096
Texas Instrument part # MRA 98781 or MRA 98830
Run Capacitor 30 µF/370 VAC

2P19S3R236A-1A

2P19S3R236A-1A
208/230 V, 60 Hz     R-22

Performance Data @230V

R

B
T

U
 1

3,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 06431 50321 59111 52101 0119

sttaW 038 539 5301 5311 5321

serepmA 7.3 2.4 6.4 1.5 5.5

F°54
2.7 oC

rh/utB 51261 09941 50831 06621 55511

sttaW 028 539 0501 5611 0821

serepmA 7.3 2.4 7.4 2.5 7.5

F°55
8.21 oC

rh/utB 52491 04181 08861 06651 07441

sttaW 008 039 0601 0911 0231

serepmA 6.3 1.4 7.4 3.5 9.5

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



208/230 V, 60 Hz       R-22

B
T

U
 13,000

This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @230V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F to 53.6°F -15°C to 12°C

(C) 14°F to 53.6°F -10°C to 12°C
Specification Number SC-52170461-B

Capacity 12,660 Btu/hr
Motor Input 1,167 Watts
Current 5.2 Amperes
E.E.R. 10.85 Btu/hr/ W

Pump Type Rotary
Displacement               18.1 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 11.8 fl. oz. 350 cc
Net Weight 28.0 lb 12.7 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 33 A at 240 V
Winding Resistance Main: 2.237W,  Aux: 2.710W
Max. Continuous Current2

Overload Protector 7100080 or 7100096
Texas Instrument part # MRA 98781 or MRA 98830
Run Capacitor 30 µF/370 VAC

2P19S3R236A-1A

2P19S3R236A-1A
208/230 V, 60 Hz     R-22

Performance Data @230V

R

B
T

U
 1

3,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 06431 50321 59111 52101 0119

sttaW 038 539 5301 5311 5321

serepmA 7.3 2.4 6.4 1.5 5.5

F°54
2.7 oC

rh/utB 51261 09941 50831 06621 55511

sttaW 028 539 0501 5611 0821

serepmA 7.3 2.4 7.4 2.5 7.5

F°55
8.21 oC

rh/utB 52491 04181 08861 06651 07441

sttaW 008 039 0601 0911 0231

serepmA 6.3 1.4 7.4 3.5 9.5

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



208/230 V, 60 Hz       R-22

B
T

U
 13,000

This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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COMPRESSOR  ACCESSORIES

COMPRESSOR  MOUNTING

seirosseccA rebmuNtraP

1 revoClanimreT-teksaG U0260707

2 nwoddlohPLO-gnirpS 0021407

3 revoClanimreT U9120707

4 tuN-teksaG U1260707

5 revoClanimreT-tuN 0030807

temmorG 5180707

2P19S3R236A-1A

A
L

TL

27
2

54
2

)1
7.

01
(

)5
6.

9(



Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @265V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 33.5 oz. 950 g

(C) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F  to 53.6°F -15oC to 12oC

(C) 14°F to 53.6°F -10oC to 12oC
Specification Number SC-52170589-A

Capacity 12,640 Btu/hr
Motor Input 1,170 Watts
Current 4.6 Amperes
E.E.R. 10.80 Btu/hr/ W

Pump Type Rotary
Displacement 18.1 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged)   11.8 fl. oz. 350 cc
Net Weight 28.0 lb 12.7 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 26 A at 277 V
Winding Resistance Main: 3.345W,  Aux: 2.501W
Max. Continuous Current2

Overload Protector 7100077
Texas Instrument part # MRA98776
Run Capacitor 30 µF/400 VAC

2P19S3R276A-1A

2P19S3R276A-1A
265/277 V, 60 Hz     R-22

Performance Data @265V

R

B
T

U
 1

3,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

C°8.73 C°3.34 C°9.84 C°4.45 C°06

.PMET.PAVE

F°53
C°7.1

rh/utB 54421 05711 05011 53301 0169

sttaW 098 579 0601 5411 5221

serepmA 6.3 9.3 2.4 5.4 8.4

F°54
C°2.7

rh/utB 56151 05341 50531 04621 54711

sttaW 588 089 5701 0711 5621

serepmA 6.3 9.3 2.4 6.4 0.5

F°55
C°8.21

rh/utB 02381 56371 57361 54351 07241

sttaW 088 589 5801 0911 5921

serepmA 5.3 9.3 3.4 7.4 2.5

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



265/277 V, 60 Hz       R-22

B
T

U
 13,000

This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @265V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 33.5 oz. 950 g

(C) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F  to 53.6°F -15oC to 12oC

(C) 14°F to 53.6°F -10oC to 12oC
Specification Number SC-52170589-A

Capacity 12,640 Btu/hr
Motor Input 1,170 Watts
Current 4.6 Amperes
E.E.R. 10.80 Btu/hr/ W

Pump Type Rotary
Displacement 18.1 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged)   11.8 fl. oz. 350 cc
Net Weight 28.0 lb 12.7 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 26 A at 277 V
Winding Resistance Main: 3.345W,  Aux: 2.501W
Max. Continuous Current2

Overload Protector 7100077
Texas Instrument part # MRA98776
Run Capacitor 30 µF/400 VAC

2P19S3R276A-1A

2P19S3R276A-1A
265/277 V, 60 Hz     R-22

Performance Data @265V

R

B
T

U
 1

3,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

C°8.73 C°3.34 C°9.84 C°4.45 C°06

.PMET.PAVE

F°53
C°7.1

rh/utB 54421 05711 05011 53301 0169

sttaW 098 579 0601 5411 5221

serepmA 6.3 9.3 2.4 5.4 8.4

F°54
C°2.7

rh/utB 56151 05341 50531 04621 54711

sttaW 588 089 5701 0711 5621

serepmA 6.3 9.3 2.4 6.4 0.5

F°55
C°8.21

rh/utB 02381 56371 57361 54351 07241

sttaW 088 589 5801 0911 5921

serepmA 5.3 9.3 3.4 7.4 2.5

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



265/277 V, 60 Hz       R-22

B
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 13,000

This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F to 53.6°F -15oC to 12oC

(C) 14°F to 53.6°F -10oC to 12oC
Specification Number SC-52170756-D

Capacity 13,315 Btu/hr
Motor Input 1,257 Watts
Current 11.2 Amperes
E.E.R. 10.59 Btu/hr/ W

Pump Type Rotary
Displacement 19.1 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 11.8  fl. oz. 350 cc
Net Weight 27.3 lb 12.4 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 62 A at 120 V
Winding Resistance Main: 0.619W,  Aux: 2.179W
Max. Continuous Current2

Overload Protector 7100522
Texas Instrument part # MRA 98896
Run Capacitor 45 µF/260 VAC

2P20S3R126B-1A

2P20S3R126B-1A
115 V, 60 Hz     R-22

Performance Data

R

B
T

U
 1

3,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 04031 52321 01611 00901 00201

sttaW 068 589 5011 5221 0431

serepmA 9.7 9.8 9.9 9.01 0.21

F°54
2.7 oC

rh/utB 08851 03051 57141 51331 54421

sttaW 068 599 5211 5521 5831

serepmA 8.7 9.8 0.01 2.11 4.21

F°55
8.21 oC

rh/utB 57191 59181 59171 07161 02151

sttaW 058 599 0411 5821 5241

serepmA 6.7 8.8 1.01 4.11 8.21

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



115 V, 60 Hz       R-22

B
T

U
 13,000

This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.
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Electrical Components

Maximum Operating Conditions

Motor  Data

Panasonic Industrial Company
Air Conditioning Department

Rated Performance @230V1

1Rated @ ASHRAE/T Conditions

Compressor Data

Application Cooling (C) / Heating (H)
Ref. Charge Limit (C/H) 38.8 oz. 1100 g
Evap. Temp. Range (C/H) 5°F to 53.6°F -15oC to 12oC

(C) 14°F to 53.6°F -10oC to 12oC
Specification Number SC-52170462-C

Capacity 13,330 Btu/hr
Motor Input 1,235 Watts
Current 5.4 Amperes
E.E.R. 10.79 Btu/hr/ W

Pump Type Rotary
Displacement 19.1 cc/rev
Oil ATMOS M60 or equivalent
Oil Charge (Precharged) 11.80 fl. oz. 350 cc
Net Weight 28.0 lb 12.7 kg

Motor Type Permanent Split Capacitor
Locked Rotor Amperes 34 A at 240 V
Winding Resistance Main: 2.157W,  Aux: 2.655W
Max. Continuous Current2

Overload Protector 7100078
Texas Instrument part # MRA 98768
Run Capacitor 30 µF/370 VAC

2P20S3R236A-1A

2P20S3R236A-1A
208/230 V, 60 Hz     R-22

Performance Data @230V

R

B
T

U
 1

3,
00

0
.PMET.DNOC

F°001 F°011 F°021 F°031 F°041

8.73 oC 3.34 oC 9.84 oC 4.45 oC 06 oC

.PMET.PAVE

F°53
7.1 oC

rh/utB 09031 05321 02611 09801 07101

sttaW 058 079 5801 5021 5131

serepmA 8.3 3.4 8.4 3.5 8.5

F°54
2.7 oC

rh/utB 06951 09051 51241 03331 53421

sttaW 548 579 5011 5321 0631

serepmA 8.3 3.4 8.4 4.5 0.6

F°55
8.21 oC

rh/utB 09291 09281 06271 01261 53151

sttaW 538 579 0211 0621 0041

serepmA 7.3 3.4 9.4 5.5 2.6

Condensing Temp.  149°F                   65°C
Return Gas Temp.    95°F                   35°C
Discharge Gas Temp.  239°F                 115°C
Motor Wire Temp.  266°F                 130°C

UL file no.: SA4615;  CSA file no.: LR46130, LR51349, LR66348, LR76919, LR95789, LR109092 2Contact Panasonic for value.

Evaporating Temp. 45°F                  7.2°C
Condensing Temp. 130°F                54.4°C
Return Gas Temp.   95°F                35.0°C
Liquid Temp. 115°F                46.1°C
Ambient Temp. 95°F 35.0°C

Based on:
Return gas Temp. 95°F 35.0°C
Liquid sub-cooling 15°F 8.3°C
Ambient 95°F 35.0°C



208/230 V, 60 Hz       R-22
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This document sets forth certain operational parameters and conditions for operation of this product.  If this product is operated outside of the parameters and conditions stated herein, buyer assumes
sole and full responsibility and shall indemnify seller with respect to all product failures, and all consequences thereof.  Operation of the product outside of the parameters and conditions specified
herein shall serve to invalidate all seller warranties, if any, with respect to the product.  Use this document as reference only.  For specifications, please contact Panasonic�s engineering department.

WIRING DIAGRAM

COMPRESSOR  ACCESSORIES

COMPRESSOR  MOUNTING
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Panasonic Industrial Company            5PS102FAD21 
          Air Conditioning Department                            208/230V, 60Hz  R-410a 

 

 
Rated Performance at 230 V 
  
Capacity 9,710 BTU/h 
Motor Input 1040 Watts 
Current 4.55 Amperes 

 
Compressor Data 
  
Pump Type Rotary 
Displacement 10.2 cm3/rev. 
Oil FV50S (PVE) 

or equivalent 
Oil Charge (Precharged) 11.83 fl. Oz. 350 cm3 
Net Weight 26.2 lb. 11.9 kg 

 
Motor Data 
  
Motor Type Permanent Split Capacitor 
Locked Rotor Amperes 26 A at 240 V 
Winding Resistance2 Main: ____Ω, Aux:  ____Ω 
Max. Continuous Current2 _________ 

 
Maximum Operating Conditions 
   
Condensing Temp. 149°F 65°C 
Return Gas Temp. 95°F 35°C 
Discharge Gas Temp. 239°F 115°C 
Motor Wire Temp. 266°F 130°C 

 
Electrical Components 
  
Overload Protector 7100553 
Texas Instrument part# MRA 99027-9201 
Run Capacitor 30 µF / 330 V 

 

 
  Rated at ASHRAE/T Conditions 

 
Evaporating Temp. 45°F 7.2°C 
Condensing Temp. 130°F 54.4°C 
Return Gas Temp. 95°F 35.0°C 
Liquid Temp. 115°F 46.1°C 
Ambient Temp. 95°F 35.0°C  

5PS102FAD21 
  
Application Cooling (C) / Heating (H) 
Ref. Charge Limit  (C/H) 24.0 oz. 680 g 

                          (C)       28.2 oz. 800 g 
Evaporating Temp Range (C/H)  5°F to 53.6 °F -15°C to 12°C 
                                            (C) 14°F to 53.6 °F -10°C to 12°C 

 

 
 
 

Performance Data 
Based on Voltage 230 V, Frequency 60 Hz 
Return Gas                            65°F           18.3°C 
Liquid Sub Cooling              15°F            -9.4°C   
Ambient, Air Over 1m/s       95°F            35.0°C   

 
 

  COND. TEMP. 
  100°F 110°F 120°F 130°F 140°F 

  37.8°C 43.3°C 48.9°C 54.4°C 60°C 

EVAP. TEMP.     
Btu/h 9177 8682 8131 7549 6964 
Watts 747 841 931 1015 1089 35°F 

1.7°C 
Amperes 3.3 3.7 4.2 4.4 4.7 

       
Btu/h 11215 10633 10025 9385 8710 
Watts 737 847 945 1035 1119 45°F 

7.2°C 
Amperes 3.3 3.8 4.3 4.5 4.8 

       
Btu/h 13576 12882 12149 11477 10691 
Watts 734 844 945 1045 1132 55°F 

12.8°C 
Amperes 3.2 3.7 4.3 4.6 4.9  

UL file no.: To Be Confirmed                     2Contact Panasonic for value 





Panasonic Industrial Company            5PS102UCA21 
          Air Conditioning Department                            115V, 60Hz  R-410a 

 

 
Rated Performance at 115 V 
  
Capacity 9,880 BTU/h 
Motor Input 1050 Watts 
Current 9.30 Amperes 

 
Compressor Data 
  
Pump Type Rotary 
Displacement 10.2 cm3/rev. 
Oil FV50S (PVE) 

or equivalent 
Oil Charge (Precharged) 11.83 fl. Oz. 350 cm3 
Net Weight 25.6 lb. 11.6 kg 

 
Motor Data 
  
Motor Type Permanent Split Capacitor 
Locked Rotor Amperes 53 A at 120 V 
Winding Resistance2 Main: ____Ω, Aux:  ____Ω 
Max. Continuous Current2 _________ 

 
Maximum Operating Conditions 
   
Condensing Temp. 149°F 65°C 
Return Gas Temp. 95°F 35°C 
Discharge Gas Temp. 239°F 115°C 
Motor Wire Temp. 266°F 130°C 

 
Electrical Components 
  
Overload Protector 7100032 
Texas Instrument part# MRA 98695 
Run Capacitor 40 µF / 250 V 

 

 
  Rated at ASHRAE/T Conditions 

 
Evaporating Temp. 45°F 7.2°C 
Condensing Temp. 130°F 54.4°C 
Return Gas Temp. 95°F 35.0°C 
Liquid Temp. 115°F 46.1°C 
Ambient Temp. 95°F 35.0°C  

5PS102UCA21 
  
Application Cooling (C) / Heating (H) 
Ref. Charge Limit  (C/H) 28.2 oz. 635 g 

                          (C)       26.5 oz. 750 g 
Evaporating Temp Range (C/H)  5°F to 53.6 °F -15°C to 12°C 
                                            (C) 14°F to 53.6 °F -10°C to 12°C 

 

 
 
 

Performance Data 
Based on Voltage 115 V, Frequency 60 Hz 
Return Gas                            65°F           18.3°C 
Liquid Sub Cooling              15°F            -9.4°C   
Ambient, Air Over 1m/s       95°F            35.0°C   

 
 

  COND. TEMP. 
  100°F 110°F 120°F 130°F 140°F 

  37.8°C 43.3°C 48.9°C 54.4°C 60°C 

EVAP. TEMP.     
Btu/h 9390 8806 8248 7658 7064 
Watts 750 845 936 1020 1094 35°F 

1.7°C 
Amperes 6.7 7.7 8.6 9.0 9.6 

       
Btu/h 11376 10786 10169 9520 8836 
Watts 740 851 949 1040 1124 45°F 

7.2°C 
Amperes 6.7 7.8 8.8 9.2 9.9 

       
Btu/h 13771 13067 12324 11642 10844 
Watts 737 848 949 1050 1138 55°F 

12.8°C 
Amperes 6.6 7.8 8.9 9.3 10.0  

UL file no.: To Be Confirmed                     2Contact Panasonic for value 





Panasonic Industrial Company            5PS112FAB21 
          Air Conditioning Department                            208/230V, 60Hz  R-410a 

 

 
Rated Performance at 230 V 
  
Capacity 10,955 BTU/h 
Motor Input 1100 Watts 
Current 4.85 Amperes 

 
Compressor Data 
  
Pump Type Rotary 
Displacement 11.2 cm3/rev. 
Oil FV50S (PVE) 

Or equivalent 
Oil Charge (Precharged) 11.83 fl. Oz. 350 cm3 
Net Weight 26.9 lb. 12.2 kg 

 
Motor Data 
  
Motor Type Permanent Split Capacitor 
Locked Rotor Amperes 33 A at 240 V 
Winding Resistance2 Main: ____Ω, Aux:  ____Ω 
Max. Continuous Current2 _________ 

 
Maximum Operating Conditions 
   
Condensing Temp. 149°F 65°C 
Return Gas Temp. 95°F 35°C 
Discharge Gas Temp. 239°F 115°C 
Motor Wire Temp. 266°F 130°C 

 
Electrical Components 
  
Overload Protector 7100050 
Texas Instrument part# MRA 98533 
Run Capacitor 30 µF / 330 V 

 

 
  Rated at ASHRAE/T Conditions 

 
Evaporating Temp. 45°F 7.2°C 
Condensing Temp. 130°F 54.4°C 
Return Gas Temp. 95°F 35.0°C 
Liquid Temp. 115°F 46.1°C 
Ambient Temp. 95°F 35.0°C  

5PS112FAB21 
  
Application Cooling (C) / Heating (H) 
Ref. Charge Limit  (C/H) 38.8 oz. 1100 g 

   
Evaporating Temp Range (C/H)  5°F to 53.6 °F -15°C to 12°C 
                                            (C) 14°F to 53.6 °F -10°C to 12°C 

 

 
 
 

Performance Data 
Based on Voltage 230 V, Frequency 60 Hz 
Return Gas                            65°F           18.3°C 
Liquid Sub Cooling              15°F            -9.4°C   
Ambient, Air Over 1m/s       95°F            35.0°C   

 
 

  COND. TEMP. 
  100°F 110°F 120°F 130°F 140°F 

  37.8°C 43.3°C 48.9°C 54.4°C 60°C 

EVAP. TEMP.     
Btu/h 10311 9754 9136 8482 7824 
Watts 790 889 985 1074 1152 35°F 

1.7°C 
Amperes 3.5 4.0 4.4 4.7 5.0 

       
Btu/h 12600 11946 11264 10545 9786 
Watts 780 897 999 1095 1184 45°F 

7.2°C 
Amperes 3.5 4.0 4.5 4.8 5.2 

       
Btu/h 15253 14473 13650 12895 12011 
Watts 776 893 999 1106 1198 55°F 

12.8°C 
Amperes 3.4 3.9 4.5 4.8 5.2  

UL file no.: To Be Confirmed                     2Contact Panasonic for value 





Panasonic Industrial Company            5PS112UAA21 
          Air Conditioning Department                            115V, 60Hz  R-410a 

 

 
Rated Performance at 115 V 
  
Capacity 10,953 BTU/h 
Motor Input 1135 Watts 
Current 10.1 Amperes 

 
Compressor Data 
  
Pump Type Rotary 
Displacement 11.2 cm3/rev. 
Oil FV50S (PVE) 

Or equivalent 
Oil Charge (Precharged) 11.83 fl. Oz. 350 cm3 
Net Weight 26.0 lb. 11.8 kg 

 
Motor Data 
  
Motor Type Permanent Split Capacitor 
Locked Rotor Amperes 58 A at 120 V 
Winding Resistance2 Main: ____Ω, Aux:  ____Ω 
Max. Continuous Current2 _________ 

 
Maximum Operating Conditions 
   
Condensing Temp. 149°F 65°C 
Return Gas Temp. 95°F 35°C 
Discharge Gas Temp. 239°F 115°C 
Motor Wire Temp. 266°F 130°C 

 
Electrical Components 
  
Overload Protector2  
Texas Instrument part# MRA 98695 
Run Capacitor 45 µF / 250 V 

 

 
  Rated at ASHRAE/T Conditions 

 
Evaporating Temp. 45°F 7.2°C 
Condensing Temp. 130°F 54.4°C 
Return Gas Temp. 95°F 35.0°C 
Liquid Temp. 115°F 46.1°C 
Ambient Temp. 95°F 35.0°C  

5PS112UAA21 
  
Application Cooling (C) / Heating (H) 
Ref. Charge Limit  (C/H) 38.8 oz. 1100 g 

   
Evaporating Temp Range (C/H)  5°F to 53.6 °F -15°C to 12°C 
                                            (C) 14°F to 53.6 °F -10°C to 12°C 

 

 
 
 

Performance Data 
Based on Voltage 115 V, Frequency 60 Hz 
Return Gas                            65°F           18.3°C 
Liquid Sub Cooling              15°F            -9.4°C   
Ambient, Air Over 1m/s       95°F            35.0°C   

 
 

  COND. TEMP. 
  100°F 110°F 120°F 130°F 140°F 

  37.8°C 43.3°C 48.9°C 54.4°C 60°C 

EVAP. TEMP.     
Btu/h 10326 9768 9149 8494 7835 
Watts 815 918 1017 1108 1188 35°F 

1.7°C 
Amperes 7.3 8.2 9.2 9.8 10.5 

       
Btu/h 12618 11963 11279 10560 9800 
Watts 805 925 1031 1130 1221 45°F 

7.2°C 
Amperes 7.3 8.2 9.5 10.0 10.8 

       
Btu/h 15274 14493 13669 12913 12028 
Watts 801 922 1031 1141 1236 55°F 

12.8°C 
Amperes 7.2 8.2 9.6 10.0 10.9  

UL file no.: To Be Confirmed                     2Contact Panasonic for value 





Panasonic Industrial Company            5PS132FAA21 
          Air Conditioning Department                            208/230V, 60Hz  R-410a 

 

 
Rated Performance at 230 V 
  
Capacity 13,010 BTU/h 
Motor Input 1335 Watts 
Current 5.90 Amperes 

 
Compressor Data 
  
Pump Type Rotary 
Displacement 13.2 cm3/rev. 
Oil FV50S (PVE) 

Or equivalent 
Oil Charge (Precharged) 11.80 fl. Oz. 350 cm3 
Net Weight 25.8 lb. 11.7 kg 

 
Motor Data 
  
Motor Type Permanent Split Capacitor 
Locked Rotor Amperes 34 A at 240 V 
Winding Resistance2 Main: ____Ω, Aux:  ____Ω 
Max. Continuous Current2 _________ 

 
Maximum Operating Conditions 
   
Condensing Temp. 149°F 65°C 
Return Gas Temp. 95°F 35°C 
Discharge Gas Temp. 239°F 115°C 
Motor Wire Temp. 266°F 130°C 

 
Electrical Components 
  
Overload Protector 7100792 / 7100078 
Texas Instrument part# MRA 98768-9090 / 98768 
Run Capacitor 30 µF / 370 V 

 

 
  Rated at ASHRAE/T Conditions 

 
Evaporating Temp. 45°F 7.2°C 
Condensing Temp. 130°F 54.4°C 
Return Gas Temp. 95°F 35.0°C 
Liquid Temp. 115°F 46.1°C 
Ambient Temp. 95°F 35.0°C  

5PS132FAA21 
  
Application Cooling (C) / Heating (H) 
Ref. Charge Limit  (C/H) 24.0 oz. 680 g 

                         (C) 28.2 oz. 800 g 
Evaporating Temp Range (C/H)  5°F to 53.6 °F -15°C to 12°C 
                                            (C) 14°F to 53.6 °F -10°C to 12°C 

 

 
 
 

Performance Data 
Based on Voltage 230 V, Frequency 60 Hz 
Return Gas                            65°F           18.3°C 
Liquid Sub Cooling              15°F            -9.4°C   
Ambient, Air Over 1m/s       95°F            35.0°C   

 
 

  COND. TEMP. 
  100°F 110°F 120°F 130°F 140°F 

  37.8°C 43.3°C 48.9°C 54.4°C 60°C 

EVAP. TEMP.     
Btu/h 12520 11845 11095 10300 9500 
Watts 950 1070 1185 1290 1385 35°F 

1.7°C 
Amperes 4.3 4.8 5.3 5.7 6.1 

       
Btu/h 15300 14510 13680 12805 11885 
Watts 935 1075 1200 1315 1420 45°F 

7.2°C 
Amperes 4.3 4.8 5.6 5.8 6.3 

       
Btu/h 18525 17575 16575 15660 14585 
Watts 930 1070 1200 1330 1440 55°F 

12.8°C 
Amperes 4.2 4.8 5.3 5.8 6.4  

UL file no.: To Be Confirmed                     2Contact Panasonic for value 





Panasonic Industrial Company            5PS132UAB21 
          Air Conditioning Department                            115V, 60Hz  R-410a 

 

 
Rated Performance at 115 V 
  
Capacity 12,890 BTU/h 
Motor Input 1360 Watts 
Current 12.15 Amperes 

 
Compressor Data 
  
Pump Type Rotary 
Displacement 13.2 cm3/rev. 
Oil FV50S (PVE) 

Or equivalent 
Oil Charge (Precharged) 11.8 fl. Oz. 350 cm3 
Net Weight 25.8 lb. 11.7 kg 

 
Motor Data 
  
Motor Type Permanent Split Capacitor 
Locked Rotor Amperes 62 A at 120 V 
Winding Resistance2 Main: ____Ω, Aux:  ____Ω 
Max. Continuous Current2 _________ 

 
Maximum Operating Conditions 
   
Condensing Temp. 149°F 65°C 
Return Gas Temp. 95°F 35°C 
Discharge Gas Temp. 239°F 115°C 
Motor Wire Temp. 266°F 130°C 

 
Electrical Components 
  
Overload Protector 7100795 / 7100522 
Texas Instrument part# MRA 98896-9091 / 98896-

9200 
Run Capacitor 45 µF / 260 V 

 

 
  Rated at ASHRAE/T Conditions 

 
Evaporating Temp. 45°F 7.2°C 
Condensing Temp. 130°F 54.4°C 
Return Gas Temp. 95°F 35.0°C 
Liquid Temp. 115°F 46.1°C 
Ambient Temp. 95°F 35.0°C  

5PS132UAB21 
  
Application Cooling (C) / Heating (H) 
Ref. Charge Limit  (C/H) 24.0 oz. 680 g 

                          (C) 28.2 oz. 800 g 
Evaporating Temp Range (C/H)  5°F to 53.6 °F -15°C to 12°C 
                                            (C) 14°F to 53.6 °F -10°C to 12°C 

 

 
 
 

Performance Data 
Based on Voltage 115 V, Frequency 60 Hz 
Return Gas                            65°F           18.3°C 
Liquid Sub Cooling              15°F            -9.4°C   
Ambient, Air Over 1m/s       95°F            35.0°C   

 
 

  COND. TEMP. 
  100°F 110°F 120°F 130°F 140°F 

  37.8°C 43.3°C 48.9°C 54.4°C 60°C 

EVAP. TEMP.     
Btu/h 12190 11530 10800 10025 9250 
Watts 965 1090 1205 1315 1410 35°F 

1.7°C 
Amperes 8.8 9.9 11.0 11.7 12.6 

       
Btu/h 14895 14120 13315 12465 11570 
Watts 955 1095 1225 1340 1450 45°F 

7.2°C 
Amperes 8.8 9.9 11.5 12.0 12.9 

       
Btu/h 18030 17110 16135 15245 14200 
Watts 950 1095 1225 1355 1465 55°F 

12.8°C 
Amperes 8.6 9.9 11.5 12.0 13.1  

UL file no.: To Be Confirmed                     2Contact Panasonic for value 





Panasonic Industrial Company            5PS132UAB21 
          Air Conditioning Department                            115V, 60Hz  R-410a 

 

 
Rated Performance at 115 V 
  
Capacity 12,890 BTU/h 
Motor Input 1360 Watts 
Current 12.15 Amperes 

 
Compressor Data 
  
Pump Type Rotary 
Displacement 13.2 cm3/rev. 
Oil FV50S (PVE) 

Or equivalent 
Oil Charge (Precharged) 11.8 fl. Oz. 350 cm3 
Net Weight 25.8 lb. 11.7 kg 

 
Motor Data 
  
Motor Type Permanent Split Capacitor 
Locked Rotor Amperes 62 A at 120 V 
Winding Resistance2 Main: ____Ω, Aux:  ____Ω 
Max. Continuous Current2 _________ 

 
Maximum Operating Conditions 
   
Condensing Temp. 149°F 65°C 
Return Gas Temp. 95°F 35°C 
Discharge Gas Temp. 239°F 115°C 
Motor Wire Temp. 266°F 130°C 

 
Electrical Components 
  
Overload Protector 7100795 / 7100522 
Texas Instrument part# MRA 98896-9091 / 98896-

9200 
Run Capacitor 45 µF / 260 V 

 

 
  Rated at ASHRAE/T Conditions 

 
Evaporating Temp. 45°F 7.2°C 
Condensing Temp. 130°F 54.4°C 
Return Gas Temp. 95°F 35.0°C 
Liquid Temp. 115°F 46.1°C 
Ambient Temp. 95°F 35.0°C  

5PS132UAB21 
  
Application Cooling (C) / Heating (H) 
Ref. Charge Limit  (C/H) 24.0 oz. 680 g 

                          (C) 28.2 oz. 800 g 
Evaporating Temp Range (C/H)  5°F to 53.6 °F -15°C to 12°C 
                                            (C) 14°F to 53.6 °F -10°C to 12°C 

 

 
 
 

Performance Data 
Based on Voltage 115 V, Frequency 60 Hz 
Return Gas                            65°F           18.3°C 
Liquid Sub Cooling              15°F            -9.4°C   
Ambient, Air Over 1m/s       95°F            35.0°C   

 
 

  COND. TEMP. 
  100°F 110°F 120°F 130°F 140°F 

  37.8°C 43.3°C 48.9°C 54.4°C 60°C 

EVAP. TEMP.     
Btu/h 12190 11530 10800 10025 9250 
Watts 965 1090 1205 1315 1410 35°F 

1.7°C 
Amperes 8.8 9.9 11.0 11.7 12.6 

       
Btu/h 14895 14120 13315 12465 11570 
Watts 955 1095 1225 1340 1450 45°F 

7.2°C 
Amperes 8.8 9.9 11.5 12.0 12.9 

       
Btu/h 18030 17110 16135 15245 14200 
Watts 950 1095 1225 1355 1465 55°F 

12.8°C 
Amperes 8.6 9.9 11.5 12.0 13.1  

UL file no.: To Be Confirmed                     2Contact Panasonic for value 
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